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YOUR DESTINATION  
FOR INTERIOR LININGS 
Interior wall and ceiling linings create the backdrop for your space 
to which finishes, furniture and textiles are added to create an 
overall design style and aesthetic. They can act as a blank canvas  
or create feature, character and interest. 

Here at PlaceMakers we have a comprehensive range of quality 
wall and ceiling linings that are suitable for various applications in 
both residential and commercial environments. We can help you get 
the most out of your space from creating warmth, scale or texture to 
selecting durable, low maintenance products. 

THE GROUND RULES
Before you start any project, be sure the finished job will comply with 
the New Zealand Building Code and council regulations. For full 
information, consult your local council.

Front cover photo shows San Selmo Reclaimed in Reclaimed Original 
IMAGE COURTESY OF THE BRICKERY

Image shown features Laminex — Seratone Aqua in Herringbone

Manufacturers and Suppliers product and warranty information is also included 
in summary form in this catalogue. Please see Suppliers websites for further 
product warranty and performance information including installation and 
maintenance instructions. 

ICONS KEY

PRE-FINISHED

Indicates that the product 
is supplied pre-coloured 
with a protective coating, 
ready to be installed with 
no sanding or painting 
required. SUITABLE UNDER  

UV EXPOSURE

Indicates that the 
product has been tested 
to perform under the 
high New Zealand UV 
levels.

LOW  
MAINTENANCE

Indicates that the product 
does not require regular 
re-painting or re-sanding 
and is easy to clean.

SUITABLE AS A 
CEILING LINING

Indicates that the 
product is suitable to 
be used as an interior 
ceiling lining.

SUITABLE FOR 
WET AREA USE

Indicates the product is 
suitable for interior wet 
applications like bathroom 
panelling, kitchen 
splashbacks and laundry 
walls. SUITABLE AS A  

SPLASHBACK

Indicates the product 
is suitable for use as 
a kitchen or laundry 
splashback.

MADE IN  
NEW ZEALAND

Indicates that the product 
is manufactured in New 
Zealand.

LIGHTWEIGHT

Indicates that the 
product is lightweight.

EASY TO  
INSTALL

Indicates that the product 
can be installed quickly 
and efficiently by a 
qualified tradesperson.

WATER 
RESISTANT

Indicates the product is 
water resistant.

SUITABLE AS 
EXTERIOR 
CLADDING

Indicates that the product 
is suitable to be used as 
an exterior cladding.

ANTIMICROBIAL

Indicates that the 
product has an 
antimicrobial coating 
that inhibits the growth 
of microorganisms.

SCRATCH 
RESISTANT

Indicates that the product 
is not easily damaged by 
scratching.

IMPACT 
RESISTANT

Indicates that the 
product is not easily 
damaged by impact.

EASY TO CUT

Indicates that the product 
is easy to cut to the 
desired size/ length whilst 
on site (dust extraction is 
recommended to assist 
with the management of 
silica dust).

Only products identified 
with the FSC® logo 
on the page are FSC® 
certified. FSC® Chain 
of Custody is available 
upon request.
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Products featured may not be stocked in all stores but can easily be ordered in for you. 
The colour, texture or finish of these products may differ slightly from that advertised due 
to printing process or raw material variations.

The information contained in this catalogue is intended to provide general assistance to 
those interested in home improvement projects. Whilst care has been taken in providing 
the advice and recommendations in this catalogue, PlaceMakers takes no responsibility 
for the accuracy or completeness of it. PlaceMakers excludes all liability in relation to the 
statements and information provided in this catalogue.
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INTERIOR WALL 
& CEILING 
LININGS

SECTION 1

Interior wall and ceiling linings create the 
backdrop for your space to which finishes, 
furniture and textiles are added to create the 
overall design style and aesthetic. They can act 
as a blank canvas or create feature, character 
and interest. 

Image shown features
Forman Building Systems — Viroc

9



GIB® STANDARD AND  
WET AREA SYSTEMS
GIB® Standard Plasterboard:
Made in New Zealand since 1927 GIB® Standard 
Plasterboard is a high quality, cost ef fective interior 
wall and ceiling lining. GIB® Standard Plasterboard 
provides excellent uniformity to help achieve a 
consistent quality f inish throughout the building.  

• Flat and uniform surface for a consistent, high 
quality f inish

• Robust, f ibreglass reinforced composite core for 
strength and flexibili ty

• Easy screw bedding for quick installation
• Strong and rigid with low sag for easy sheet 

lif ting and flat ceilings
• 1350mm wide options for less sheet joins in high 

stud buildings

GIB® Wet Area Systems:
Wet areas such as bathrooms, laundries and kitchens 
are more vulnerable to the effects of steam and 
moisture. GIB Aqualine® with its moisture resistant 
core helps prevent moisture being absorbed through 
to the framing where it can cause real damage.

• Contains moisture resistant polymers to help 
prevent moisture penetration 

• Robust, f ibreglass reinforced composite core for 
strength and flexibili ty

• Easy screw bedding for quick installation
• Strong and rigid with low sag for easy sheet 

lif ting and flat ceilings
• 1350mm wide options for less sheet joins in high 

stud buildings

APPLICATIONS: Interior wall and ceiling linings

SIZING: 2400, 2700, 3000, 3300, 3600, 4200, 4800 
& 6000 ×1200×10mm, 2400, 2700, 3000, 3300, 
3600, 4200, 4800 & 6000 ×1200×13mm

WARRANTY LENGTH: Minimum 10 years

FEATURES & BENEFITS

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

SUITABLE FOR 
WET AREA USE*  

MADE IN  
NEW ZEALAND  

LIGHTWEIGHT

 

EASY TO  
INSTALL  

EASY TO CUT

CERTIFICATION

 
*GIB Wet Area Systems only.

gib.co.nz/assets/Uploads/GIB-Site-Guide-2018-Complete-Manual.pdf 
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GIB® NOISE AND  
FIRE CONTROL SYSTEMS 
GIB Noise Control® Systems:
A combination of products and building practices to 
reduce sound transmission between rooms and 
floors. GIB Noiseline®/ Braceline® plasterboard with 
its extra dense core helps makes it more efficient at 
helping block out unwanted noise.  

• High performance plasterboard designed 
specif ically for reducing the level of sound 
transmission between rooms

• Its higher density core can reduce noise 
transmission between rooms and also between 
floors in two storey homes

• Other benefits of this product are its 30 and 60 
minute f ire ratings when used in f ire systems 
and its increased strength and stif fness gives a 
more solid wall or ceiling

GIB® Fire Rated Systems:
Provides comprehensive guidance to help achieve 
fire protection for walls, floor/ceilings, and 
structural steel. GIB Fyreline® plasterboard includes 
a high density, modified core to resist exposure to 
f ire longer than standard plasterboard.

• Contains a high density, modified core to 
resist exposure to f ire longer than standard 
plasterboard

• GiB® Fire Rated Systems provide 30 minute to  
4 hour f ire protection

APPLICATIONS: Interior wall and ceiling linings

SIZING:  
2400, 2700, 3000, 3600 & 4800 ×1200×10mm, 
2400, 2700, 3000, 3600 & 4800 ×1200×13mm, 
2400, 2700, 3000, 3600 & 4800 ×1200×16mm, 
2400, 2700, 3000, 3600 & 4800 ×1200×19mm

WARRANTY LENGTH: Minimum 10 years

FEATURES & BENEFITS

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

MADE IN  
NEW ZEALAND  

EASY TO  
INSTALL  

IMPACT 
RESISTANT  

EASY TO CUT

 
FIRE RATED 

(GROUP 1-S)

CERTIFICATION

 

gib.co.nz/assets/Uploads/GIB-Site-Guide-2018-Complete-Manual.pdf 
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JAMES HARDIE 
VILLABOARD™ LINING 
Whether your home is full of energetic kids or sees 
a lot of weekend entertaining, Villaboard™ Lining  
is a substrate that resists damage from moisture  
and impact.

Villaboard™ Lining is a high performance fibre 
cement board that creates a seamless flat surface 
which can be painted, wallpapered or tiled to 
provide a variety of looks.

It ’s exceptionally strong and ideal for use under 
tiles and offers you high impact resistance on its 
own too. Villaboard™ Lining is also suitable for 
wherever major impact resistance is needed, such 
as high- traffic hallways and garages.

• Durable internal lining suitable for wet areas 
such as bathrooms and laundries

• Creates suitable surface for tiles, paint or 
wallpaper

• Up to 60 minute f ire resistance rating (FRR) can 
be achieved as per the Fire and Acoustic Design 
Manual by James Hardie

• Long edges recessed for easy flush- jointing
• Reliable impact resistant lining. Ideal for wall 

lining in applications where walls are prone to 
damage

• Suitable for both commercial and residential 
internal uses

• Resistant to f ire, rot resistant and resistant to 
moisture damage

• Can be cut to size easily with the Hardie™ Knife, 
minimising dust on site

• Classif ied as non-combustible material

APPLICATIONS: Suitable as an interior wall lining in 
bathrooms, laundries and kitchens or high impact 
areas such as hallways, garages and rumpus rooms 
or externally on eaves and soffits

SIZING: 2 edge recessed: 2400×1200×6mm, 
3000×1200×6mm, 2400×1200×9mm, 
2700×1200×9mm, 3000×1200×9mm,  
Square edge: 2400×1200×6mm, 3000×1200×6mm, 
2400×1200×9mm, 3000×1200×9mm

WARRANTY LENGTH: 15 years

FEATURES & BENEFITS

SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

SUITABLE FOR 
WET AREA USE  

EASY TO  
INSTALL  

WATER 
RESISTANT  

IMPACT 
RESISTANT  

EASY TO CUT

 
FIRE RATED 

(GROUP 1-S)

jameshardie.co.nz/web/assets/downloads/Villaboard-Lining-
Installation -Manual.pdf



INTERIOR WALL & CEILING LININGS 15



BBI WOOD PRODUCTS 
REDLINE FSC® (POPLAR CORE) 
PLYWOOD
Redline plywood is a strong, durable, economical 
product ideal for interior linings and where a 
natural f inish is desired.

• An economical plywood with an at tractive face
• A popular choice of use in linings, furniture and 

joinery 
• Can be finished with stain, polyurethane, oil or 

paint 
• Strong enough to hang shelving, tools and 

bicycles and takes knocks well making it ideal 
for industrial buildings and garages

• Red List Free and 100% FSC® certif ied sourced 
from responsibly managed forests which are 
independently audited

APPLICATIONS: Interior wall and ceiling linings

SIZING: 2400×1200×4mm, 2400×1200×6mm, 
2400×1200×9mm, 2400×1200×12mm, 
2400×1200×18mm & 2700×1200×9mm

WARRANTY LENGTH: 10 years

FEATURES & BENEFITS

SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

LIGHTWEIGHT

 
EASY TO  
INSTALL  

IMPACT 
RESISTANT  

EASY TO CUT

 
CERTIFICATION

  

bbi.net.nz/product/redline/
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BBI WOOD PRODUCTS 
BLONDELINE BIRCH FSC® 
(POPLAR CORE) PLYWOOD 
This light, creamy hardwood veneer is pressed onto 
a poplar core giving it an appealing aesthetic while 
keeping the cost of the product to an affordable level.

• Cost-ef fective interior lining solution — no 
stopping or sanding required

• Pre -sanded faces take stain, polyurethane, oil 
and paint well

• Strong enough to hang shelving, tools and 
bicycles and takes knocks well

• Red List Free and 100% FSC® certif ied sourced 
from responsibly managed forests which are 
independently audited

APPLICATIONS: Interior wall and ceiling linings

SIZING: 2400×1200×9mm, 2400×1200×12mm

WARRANTY LENGTH: 10 years

FEATURES & BENEFITS

SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

LIGHTWEIGHT

 
EASY TO  
INSTALL  

IMPACT 
RESISTANT  

EASY TO CUT

 
CERTIFICATION

  

bbi.net.nz/product/birch -plywood/
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PINE INTERIOR PANELS
The Pine Interior range of plywood panels achieve 
the authenticity inherent to genuine wood products. 
The outcome is the creation of spaces characterised 
by warmth and feeling that Kiwis can enjoy either 
at home or work.

Available in textured or natural face appearance 
with either classic or grooved profile, the Pine 
Interior Panels range is suitable for a variety  
of residential and commercial set tings, styles  
and finishes.

• The Pine Interior Panels range are manufactured 
from sustainably managed plantation pine 
which ensure they have very low impact on the 
environment

• The untreated range is suitable for staining, 
painting or clear coating

• The Pine Interior Panels range is easy to install

APPLICATIONS: Interior wall and ceiling linings

SIZING: Various

FEATURES & BENEFITS

PRE-PRIMED*

 
LOW  

MAINTENANCE  
SUITABLE AS A 
CEILING LINING  

LIGHTWEIGHT

 
EASY TO  
INSTALL  

EASY TO CUT

CERTIFICATION

 

*Select Pine Inter ior Panel products are available pre -pr imed.

pinoli interiors.co.nz/library/

Image supplied by Independent Building Supplies

Image supplied by BBI Wood Products



Image supplied by BBI Wood Products Image supplied by Carter Holt Harvey Plywood
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HARDIE™ GROOVE LINING 
BY JAMES HARDIE 
Hardie™ Groove Lining lets you add a unique tongue 
and groove look to your walls and ceilings. Made of 
tough fibre cement board, it adds durability as well 
as timeless charm. It ’s a flat sheet that has vertical 
V-shaped grooves carved into its face. It is sanded 
smooth and can be painted any colour you choose  
to create the traditional look of tongue and  
groove panels.

• Resistant to f ire, rot resistant and resistant to 
moisture damage

• Easy and fast to install, paint and stain
• Can be cut to size easily with the Hardie™ Knife, 

minimising dust on site
• Sheets have a half groove lengthways along the 

edge to provide concealed joints
• Outstanding impact resistance, making it ideal 

where walls are prone to damage
• Can be painted any colour, even darker shades
• Classif ied as non-combustible material
• Low maintenance

APPLICATIONS: Suitable for semi-wet areas such as 
bathrooms, kitchens and laundries, interior wall or 
ceiling linings and externally on eaves and soffits

SIZING: 2400×1200×7.5mm & 2700×1200×7.5mm

WARRANTY LENGTH: 15 years

FEATURES & BENEFITS

SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

EASY TO  
INSTALL  

WATER 
RESISTANT  

IMPACT 
RESISTANT  

EASY TO CUT

j jameshardie.co.nz/web/assets/downloads/Hardie -Groove -
Lining- Installation -Manual -July-2021.pdf



INTERIOR WALL & CEILING LININGS 23



LAMINEX™ SERATONE® 
CLASSIC & SPECIALTY  
Seratone vertical solutions consist of a range of pre -
f inished panels and jointing options set ting the tone 
for inspiring and creative designs for over 30 years. 
Seratone colour palet tes are specif ically designed 
to complement other contemporary materials such 
as timber, wood veneer, laminates, glass, granite, 
steel and paint as well as each other.

• Antimicrobial
• Lightweight
• Easy to clean

APPLICATIONS: Vertical interior wall linings, wet 
wall linings, kitchen splashbacks

SIZING: Classic Polar only: 2400×900×4.5mm, 
Classic: 2400×1200×4.5mm, Classic Polar & 
Specialty range only: 2700×1200×4.5mm

WARRANTY LENGTH: 15 year limited warranty

FEATURES & BENEFITS

PRE-FINISHED

 
LOW  

MAINTENANCE  
SUITABLE AS A 
CEILING LINING  

SUITABLE FOR 
WET AREA USE  

SUITABLE AS A  
SPLASHBACK  

LIGHTWEIGHT

 
EASY TO  
INSTALL  

WATER 
RESISTANT  

ANTIMICROBIAL

 
EASY TO CUT

CERTIFICATION

laminex.co.nz/seratone
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LAMINEX™ SERATONE® AQUA 
Seratone Aqua is a compact panel suitable for 
interior wet and dry applications like bathroom and 
shower recess panelling, kitchen splashbacks and 
laundry walls. Whether you want to create a simple 
backdrop or spruce up a tired bathroom, Seratone 
Aqua can create a stylish yet functional solution.

• Easy to clean
• Impact resistant
• Grout free
• Lightweight

APPLICATIONS: Vertical interior wall linings, wet 
wall linings, kitchen splashbacks 

SIZING: 2400×1200×4.5mm, Polar White Gloss only: 
2700×1200×4.5mm

WARRANTY LENGTH: 15 year limited warranty

FEATURES & BENEFITS

PRE-FINISHED

 
LOW  

MAINTENANCE  
SUITABLE FOR 
WET AREA USE  

SUITABLE AS A  
SPLASHBACK  

LIGHTWEIGHT

 

EASY TO  
INSTALL  

WATER 
RESISTANT  

IMPACT 
RESISTANT  

EASY TO CUT

laminex.co.nz/seratone
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HARDIE™ GLAZE LINING 
BY JAMES HARDIE
Hardie™ Glaze Linings are pre -f inished panels 
manufactured on a durable f ibre cement board.  
They are a hard wearing internal wall lining that will 
create an easy clean ceramic look. Hardie™ Glaze 
Linings are produced using a UV coating technology.  
The paint contains no VOC’s and is fully cured using 
UV light.

• Resistant to f ire, rot resistant and resistant to 
moisture damage

• Hard wearing coating is durable and light 
scratch resistant

• Easy to install straight onto framing or over 
existing linings

• Antimicrobial protection
• Low maintenance and easy to clean
• A range of jointers are available in white PVC 

or aluminium, providing various design options 
for integrating joins

APPLICATIONS: Interior wall and ceiling linings. 
Suitable for use in wet, semi-wet or dry areas such 
as bathrooms, ensuites, toilets, kitchens, shower 
rooms and changing rooms

SIZING: Hardie™ Glaze Smooth Lining: 
2400×900×4.5mm, 2400×1200×4.5mm, Hardie™ 

Glaze Premium Lining: 2400×1200×6mm, 
2700×1200×6mm, Hardie™ Glaze Tile Lining: 
2400×1200×6mm

WARRANTY LENGTH: 15 years

FEATURES & BENEFITS

PRE-FINISHED

 
LOW  

MAINTENANCE  
SUITABLE AS A 
CEILING LINING  

SUITABLE FOR 
WET AREA USE  

EASY TO  
INSTALL  

WATER 
RESISTANT  

ANTIMICROBIAL

 
SCRATCH 

RESISTANT  
EASY TO CUT

 
FIRE RATED 

(GROUP 1-S)

jameshardie.co.nz/web/assets/downloads/Hardie -Glaze -Lining-
Installation -Manual -July-2021.pdf
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PANEL

InVibe

JAMES HARDIE  
INVIBE™ PANEL 
Invibe™ Panels are the simple way to create vibrant, 
modern interior designs within your home. Invibe 
Panels are pre -f inished panels made from premium 
fibre cement.

Available in 4 colours in a gloss f inish, it can work 
with vir tually any design scheme. The wall panels 
give a modern architectural vibe and can be used 
for ceilings or walls in wet and dry areas.

With the UV coating technology they are resilient 
enough for commercial use, so they can certainly 
take a lit t le wear and tear in your home. From 
bathrooms to bedrooms, the lustrous f inish will suit 
any space in your home with style.

• Resistant to f ire and damage from moisture and 
rot ting

• Hard wearing coating offers improved chemical 
resistance

• Provides good resistance to abrasion, wear and 
light surface scratching

• Resistant to general stains
• Easy to install straight onto framing or over 

existing linings
• Antimicrobial protection
• Low maintenance and easy to clean
• A range of aluminium jointers are available in 

naturally anodised and colour matched, providing 
various design options for integrating joins

APPLICATIONS: Interior wall and ceiling linings. 
Suitable for use in wet, semi-wet or dry areas such 
as bathrooms, ensuites, toilets, kitchens, shower 
rooms and changing rooms

SIZING: 2700×1200×6mm

WARRANTY LENGTH: 15 years

FEATURES & BENEFITS

PRE-FINISHED

 
LOW  

MAINTENANCE  
SUITABLE AS A 
CEILING LINING  

SUITABLE FOR 
WET AREA USE  

EASY TO  
INSTALL  

WATER 
RESISTANT  

ANTIMICROBIAL

 
SCRATCH 

RESISTANT  
EASY TO CUT

 
FIRE RATED 

(GROUP 1-S)

jameshardie.co.nz/web/assets/downloads/Invibe -Panel -
Installation -Manual.pdf
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LAMINEX™ MELTECA 
Melteca is a NZ made, high quality and durable 
melamine surface laminated to Superfine 
Particleboard or Lakepine MDF to provide a double 
faced, pre -f inished decorative panel.

• NZ made, FSC® certif ied (when pressed on MDF)
• Extensive range of colours, sheet sizes & 

thicknesses
• Able to be pressed in 5 dif ferent f inishes

APPLICATIONS: Interior wall linings

SIZING: All colours: 2440×1220×12mm, 
2440×1220×16mm, 2440×1220×18mm, 
3660×1220×12mm, 3660×1220×16mm 
& 3660×1220×18mm, Limited colours: 
2440×1830×12mm, 2440×1830×16mm, 
2440×1830×18mm & 3660×1830×18mm

WARRANTY LENGTH: 10 years

FEATURES & BENEFITS

PRE-FINISHED

 
SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

MADE IN  
NEW ZEALAND  

LIGHTWEIGHT

 

EASY TO  
INSTALL  

SCRATCH 
RESISTANT  

IMPACT 
RESISTANT  

EASY TO CUT

laminex.co.nz/medias/Melteca-Technical -Data -Sheet.pdf
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LAMINEX™ MELTECA FR 
Melteca FR is a durable melamine paper laminated 
to a f ire retardant substrate, providing a double 
faced, pre -f inished decorative panel.

• Pressed in New Zealand
• Extensive range of colours
• Able to be pressed in 5 dif ferent f inishes

APPLICATIONS: Interior wall linings

SIZING: 2440×1220×18mm

WARRANTY LENGTH: 10 years

FEATURES & BENEFITS

PRE-FINISHED

 
SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

LIGHTWEIGHT

 
EASY TO  
INSTALL  

SCRATCH 
RESISTANT  

IMPACT 
RESISTANT  

EASY TO CUT

 
FIRE RATED 

(GROUP 1-S)

laminex.co.nz/medias/Melteca-Fire -Retardant-TDS.pdf
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SURROUND BY LAMINEX™ 
Quickly elevate your home with the versatile 
Surround by Laminex pre -primed MDF panels, 
designed for interior wall linings and feature 
surfaces including entrances, hallways, living 
rooms, and bedrooms. A more convenient and 
durable option than wallpaper, and a stylish 
alternative to plasterboard, Surround by Laminex is 
your quality, decorative panelling solution. 

• Pre -primed face ready for your choice of paint 
colour

• Tongue and groove system for easy install
• An impact resistant timber product, perfect for 

high traffic spaces

APPLICATIONS: Interior wall linings

SIZING: 2400×1200×12mm & 3000×1200×12mm, 
Classic VJ Groove 100: 2400×1200×9mm & 
3000×1200×9mm

WARRANTY LENGTH: 5 year limited warranty

FEATURES & BENEFITS

LOW  
MAINTENANCE  

EASY TO  
INSTALL  

IMPACT 
RESISTANT  

EASY TO CUT

 
PRE-PRIMED

laminex.co.nz/surround
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HALLMARK GROUP 
DECOFORME™ 
DecoForme™ decorative battens provide a warm and 
rich textured appearance for a wide variety  
of panelling.

Ideal for wall and ceiling applications in either 
a vertical or horizontal set out, creating strong 
directional lines that will add a striking feature to 
any internal residential or commercial space.

• A pre -f inished product, ready to fabricate and 
assemble

• Produced from PEFC, Responsible Wood and 
Green Tag Level A certif ied MR MDF E-Zero 
substrate

• Selected colours are also available in matching 
low pressure laminate and internal doors

• Group 3 fire rating - AS/NZS 3837:1998, 
ISO5660 -1:2015Pre -f inished

APPLICATIONS: Front entry screens, stairwells, wall 
and ceiling features, kitchen island fronts

SIZING: 3600×38×17mm, 3600×65×31mm, 
3600×70×50mm, 3600×100×50mm

WARRANTY LENGTH: Residential 5 years,  
commercial 1 year

FEATURES & BENEFITS

PRE-FINISHED

 
LOW  

MAINTENANCE  
SUITABLE AS A 
CEILING LINING  

LIGHTWEIGHT

 
EASY TO  
INSTALL  

WATER 
RESISTANT  

SCRATCH 
RESISTANT  

EASY TO CUT

decoforme.co.nz/faqs

decoforme.co.nz/our- range
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HERMPAC WESTERN RED 
CEDAR PANELLING
Western Red Cedar has all the natural beauty and 
warmth that will turn your house into a home. This 
aesthetic transfers easily from external to internal 
applications. With a range of traditional TG&V 
profiles, to the more contemporary square negative 
details, Hermpac’s Cedar panelling and sarking will 
create that sought af ter good- looking transitional 
flow from the outside in, and vice versa. Add further 
impact with our range of pre -coated quality stains 
and oils in your favoured colour choice.

• Easy to install
• Beautiful
• Versatile
• Durable

APPLICATIONS: Wall and ceiling panelling

SIZING: 59—184mm cover 

WARRANTY LENGTH: 15 year durability

FEATURES & BENEFITS

PRE-FINISHED

 
SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

LIGHTWEIGHT

 

EASY TO  
INSTALL  

IMPACT 
RESISTANT  

EASY TO CUT

CERTIFICATION

 

hermpac.co.nz
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HERMPAC AMERICAN  
WHITE OAK 
American White Oak is a popular choice for interior 
wall and ceiling panelling throughout many areas 
of the house. Striking results ranging from edgy 
contemporary looks through to warm relaxed and 
cosy charm are all achievable. 

• Easy to install
• Large range of grades
• Versatile
• Durable
• Matches in well with Oak flooring

APPLICATIONS: Wall and ceiling panelling

SIZING: 59—184mm cover 

WARRANTY LENGTH: 15 year durability

FEATURES & BENEFITS

PRE-FINISHED

 
SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

LIGHTWEIGHT

 

EASY TO  
INSTALL  

IMPACT 
RESISTANT  

EASY TO CUT

CERTIFICATION

hermpac.co.nz
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HERMPAC DURALARCH 
PANELLING 
Look no further than DuraLarch panelling if you are 
af ter the traditional ‘V’ groove or an edgy negative 
detail look. With an at tractive grain and tight bound 
knots, DuraLarch panelling will add a rustic, natural 
charm to your house or project.

• Easy to install
• Rustic
• Versatile
• Durable

APPLICATIONS: Wall and ceiling panelling

SIZING: 59—133mm cover 

WARRANTY LENGTH: 15 year durability

FEATURES & BENEFITS

PRE-FINISHED

 
SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

LIGHTWEIGHT

 

EASY TO  
INSTALL  

IMPACT 
RESISTANT  

EASY TO CUT

CERTIFICATION

  

hermpac.co.nz
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HERMPAC ASHIN 
PANELLING
Boasting a natural, warm blonde colour, Ashin is 
an excellent interior design choice when i t comes 
to feature panell ing. Linear grain and minimal 
colour variation across the panels will assist in 
achieving the chosen shade for your residential or 
commercial project.

• Easy to install
• Straight grained
• Versatile
• Durable

APPLICATIONS: Wall and ceiling panelling

SIZING: 59—184mm cover 

WARRANTY LENGTH: 15 year durability

FEATURES & BENEFITS

PRE-FINISHED

 
SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

LIGHTWEIGHT

 

EASY TO  
INSTALL  

IMPACT 
RESISTANT  

EASY TO CUT

CERTIFICATION

hermpac.co.nz
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ABODO VULCAN  
PANELLING 
Created from thermally modified NZ plantation 
timber, Abodo’s Vulcan Panelling is a lightweight, 
stable sarking timber with excellent thermal 
characteristics. Create a feature timber ceiling or 
wall with the rich warmth and distinctive straight 
grain of Vulcan Panelling.

• Naturally durable, and contains no wood 
preservatives — just as nature intended

• Natural stability — Vulcan Panelling is 
manufactured with a vertical grain orientation, 
which means the timber has great stability, even 
in harsh conditions

• Forest Stewardship Council® (FSC®) Certif ied 
— a guarantee that forest products come from 
responsibly managed sources, including forest 
management and chain of custody

• Declare certif ied Red List Free by the 
Living Futures Institute, the leading label in 
transparency for building products

• Free from Red List chemicals as required by the 
Living Building Challenge

APPLICATIONS: Soffits and interior wall and ceiling 
panelling

SIZING: TG9: 135×10mm, Smooth & V Groove: 
175×10mm

WARRANTY LENGTH: 15 years

FEATURES & BENEFITS

SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

SUITABLE FOR 
WET AREA USE  

MADE IN  
NEW ZEALAND  

LIGHTWEIGHT

 
EASY TO  
INSTALL  

WATER 
RESISTANT  

EASY TO CUT

CERTIFICATION

 

abodo.co.nz/products/timber/vulcan-panell ing

abodo.co.nz/tds/technical-data-sheet-vulcan-panelling-abodo-wood.pdf

Photography Credit — Douglas Mark Black



Photography Credit — Douglas Mark Black Photography Credit — Smart Anson & Brett Boardman
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Ceilings, Walls, Acoustic and Passive Fire Solutions

FORMAN BUILDING 
SYSTEMS VIROC 
Viroc is a cement bonded particle board (CBPB) that 
combines the flexibili ty of pine wood particles with 
the strength and durability of cement. With the look 
of real concrete panels, i t ’s the smart way to ensure 
interior walls make a statement in contemporary 
homes, hotels, restaurants, foyers and commercial 
f i t -outs. Take your pick of textures, with the choice 
of a polished, raw or sanded finish in dif ferent 
colours. Select contrasting shades or juxtaposition 
concrete - look panels with other materials for 
elegant ef fect. Go understated or choose to stand 
out: Viroc makes it all possible.

APPLICATIONS: Interior wall and ceiling linings and 
exterior wall cladding

SIZING: Black Raw and Grey Polished: 
3000×1250×8mm, Red Polished, White Polished and 
Ochre Polished: 3000×1250×12mm

WARRANTY LENGTH: 10 years

FEATURES & BENEFITS

PRE-FINISHED

 
LOW  

MAINTENANCE  
SUITABLE AS A 
CEILING LINING  

SUITABLE FOR 
WET AREA USE  

SUITABLE AS A  
SPLASHBACK  

EASY TO  
INSTALL  

WATER 
RESISTANT  

EASY TO CUT

 
SUITABLE AS 
EXTERIOR 
CLADDING

forman.co.nz/our-products/walls/internal - l inings/viroc- cement-
bonded-partic le -board/#documents
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LAMINEX™ LAMINAM 
Laminam is a full body Italian porcelain slab, 
exclusively large in size, with minimal thickness and 
exceptional performance.

• Tension released slabs, resistant to chemicals, 
wear, scratches and abrasions

• Laminam is a totally natural product

APPLICATIONS: 3.5mm thickness is ideal for wall 
linings, low impact residential flooring and 
splashbacks, 5.6mm thickness is ideal for flooring, 
wall linings, splashbacks and cladding and 12mm 
XL thickness is ideal for benchtops, countertops, 
indoor & outdoor furniture and splashbacks

SIZING: 3000×1000×3.5mm, 3000×1000×5.6mm & 
3000×1200×5.6mm

WARRANTY LENGTH: 15 years

FEATURES & BENEFITS

PRE-FINISHED

 
SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE FOR 
WET AREA USE  

SUITABLE AS A  
SPLASHBACK  

WATER 
RESISTANT  

SCRATCH 
RESISTANT  

IMPACT 
RESISTANT

laminex.co.nz/about- laminex/brands/laminam
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psp.co.nz/product/dumawall

PSP LIMITED DUMAWALL
DumaWall is a lightweight, easy to install 
waterproof wall tile. Produced with the 
revolutionary patented RCB® (Rigid Core Board) 
technology and featuring an interlocking tongue 
and groove system, DumaWall is durable and 100% 
recyclable.

DumaWall+ comes in a handy tile size of 375mm x 
650mm and DumaWall XL is available in 2600mm x 
900mm, making shower walls and large areas quick 
and simple to cover. Both Dumawall+ and DumaWall 
XL come in a range of contemporary colours that 
suit a variety of interior spaces.

• Strong & lightweight
• Vir tually seamless look, no H jointers required
• Simple to install — tongue & groove installation
• Waterproof
• Easy to clean
• Easy to cover over existing walls

APPLICATIONS: Interior wall lining suitable for 
wet areas such as showers, bathrooms, kitchens, 
laundry, feature walls, vanities and mirror 
surrounds

SIZING: Dumawall+: 650×375×5mm, Dumawall XL: 
2600×900×5mm

WARRANTY LENGTH: 10 year limited warranty

FEATURES & BENEFITS

PRE-FINISHED

 
LOW  

MAINTENANCE  
SUITABLE FOR 
WET AREA USE  

LIGHTWEIGHT

 
EASY TO  
INSTALL  

WATER 
RESISTANT  

SCRATCH 
RESISTANT  

IMPACT 
RESISTANT  

EASY TO CUT

 
CERTIFICATION
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NZ BRICK DISTRIBUTORS 
LP CEMINTEL TERRITORY 
A natural cladding range that can also be used as 
an interior lining. Cemintel Territory comes from the 
Japanese values of simplicity, nature and quality. 
These prefinished panels simulate materials like 
stone, timber, concrete and tiles, in a sophisticated 
way that enhances building facades and interiors, 
without the ongoing maintenance.

• Prefinished and available in a variety of colours 
and simulated textures

• Machined with a complementary tongue and 
groove profile that easily f it together

• Minimal ongoing maintenance required
• Platinum coating technology protects against 

UV damage and colour fade

APPLICATIONS: Interior wall and ceiling linings and 
exterior cladding

SIZING: Thickness: 16mm, Profile width: 455mm

WARRANTY LENGTH: 15 years

FEATURES & BENEFITS

PRE-FINISHED

 
SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE AS A 
CEILING LINING  

SUITABLE FOR 
WET AREA USE  

SUITABLE AS A  
SPLASHBACK  

LIGHTWEIGHT

 
EASY TO  
INSTALL  

WATER 
RESISTANT  

ANTIMICROBIAL

 

SCRATCH 
RESISTANT  

IMPACT 
RESISTANT  

EASY TO CUT

 
SUITABLE AS 
EXTERIOR 
CLADDING

CERTIFICATION

stateofclad.co.nz
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THE BRICKERY CLAY BRICKS 
The sustainable brick product of choice. Cool 
in summer, warm in winter and available in an 
astonishing range of colours, sizes and textures. 
Clay bricks are a designer’s dream material.

• Cost ef fective and low maintenance
• Energy efficient
• Sustainable and fully reusable

The Brickery are the distributors  
of Monier & Austral Bricks

APPLICATIONS: Interior walls, suitable for kitchens, 
hallways, living areas, feature walls and wet areas

SIZING: Various

WARRANTY LENGTH: 100 years

FEATURES & BENEFITS

PRE-FINISHED

 
SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE FOR 
WET AREA USE  

EASY TO  
INSTALL  

WATER 
RESISTANT  

ANTIMICROBIAL

 
SCRATCH 

RESISTANT  
IMPACT 

RESISTANT  
EASY TO CUT

SUITABLE AS 
EXTERIOR 
CLADDING

thebrickery.co.nz/resources/technical/#_resourcetype=Design 
%20Notes

thebrickery.co.nz/wp-content/uploads/2020/10/TB -Brick-
Specif ication -Manual.pdf

thebrickery.co.nz/wp-content/uploads/2019/10/tb -manual -13 -
website -2019.pdf
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GB MASONRY  
HONED BLOCKS 
GB Honed Blocks are part of the Austral Masonry 
range of masonry blocks and come in a range of 
sizes and configurations. The honing process grinds 
2-3mm from the block surface producing a matte 
exposed aggregate f inish. 

GB Masonry Honed Blocks are intended to be 
used as masonry wall systems for residential and 
commercial buildings, as well as internal features 
and intertenancy walls. All Austral Masonry Blocks 
are manufactured to AS/NZS 4455.1.

• Sound insulation 
• Low energy costs 
• Fire resistant 
• Durable 
• Range of colours and finishes
• Low environmental impact

APPLICATIONS:  Interior walls, suitable for wet 
areas, kitchens, hallways, living areas, feature & 
intertenancy walls

SIZING: Various in 100, 200 and 300 series formats 
and configurations

WARRANTY LENGTH: 25 years

FEATURES & BENEFITS

PRE-FINISHED

 
SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE FOR 
WET AREA USE  

EASY TO  
INSTALL  

WATER 
RESISTANT  

SCRATCH 
RESISTANT  

IMPACT 
RESISTANT  

EASY TO CUT

 
SUITABLE AS 
EXTERIOR 
CLADDING

bbp.style/PUBLIC/products/technical -data/australmasonry/
masonry-blocks/gb -honed.pdf 

australmasonry.co.nz/images/2020_02_GB_PTS_ MasonrySeries_
V01-1.pdf

cmaa.com.au/Technical/Manuals/DownloadManual/ 
3?ManualName=CM03-current.pdf
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GB MASONRY  
BREEZE BLOCKS 
Contemporary colours and effortless style created 
in concrete. The Austral Masonry Breeze Block range 
has been designed to complement leading designs.

The GB Masonry Breeze Block range is currently 
available in seven designs which have already 
drawn an enthusiastic response from our customers 
looking for a distinctive walling option that offers a 
unique aesthetic and ventilation.

• Designed to last — with minimal maintenance 
required

• Environmentally friendly — low in embodied 
energy, recyclable and results in minimal waste

• Concrete masonry products won’t rust, rot or 
corrode

• Strong and weather resistant — strong and 
dense concrete masonry is designed to 
withstand strong impact

• Design flexibili ty — Breeze Blocks can be used 
individually or together, and in various layouts 
to create a unique finish

APPLICATIONS: Wet areas, kitchens, hallways,  
living areas & feature walls

SIZING: Various

FEATURES & BENEFITS

PRE-FINISHED

 
SUITABLE UNDER  
UV EXPOSURE  

LOW  
MAINTENANCE  

SUITABLE FOR 
WET AREA USE  

EASY TO  
INSTALL  

WATER 
RESISTANT  

SCRATCH 
RESISTANT  

IMPACT 
RESISTANT  

EASY TO CUT

australmasonry.com.au/nsw/technical-information/technical-manuals/

eboss.co.nz/assets/literature/34536/Breeze-Block-Design-Guide.pdf

cmaa.com.au/Technical/Manuals/DownloadManual/ 
3?ManualName=CM03-current.pdf
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FINISHING 
TOUCHES

SECTION 2

We supply a vast range of products to add the 
finishing touches to your walls.

The two key products covered in this section 
are mouldings and paint. Your walls will set the 
backdrop for your furniture and soft furnishings. 
A lit tle extra money spent here is minimal in the 
overall cost of a build or renovation and will  
heighten the look, feel and perceived quality  
of the property. 

Image shown features 
Walls — Dulux Mt Aspiring Half
Above fireplace — Dulux Manorburn Double
Artwork — ‘Windmill Marathon’ by Meg Walters
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MOULDINGS 
PlaceMakers offer a leading range of skir ting, 
architrave, cornice/scotia, and other decorative 
mouldings suitable for residential and commercial 
applications. We have options to suit all styles 
from minimalist to heritage. A lit t le extra spent 
on mouldings will elevate the f inish of your home, 
taking it to the next level. 

PLACEMAKERS MOULDINGS RANGE:

SOLID AND FINGER-JOINTED NZ RADIATA PINE 
MOULDINGS:
•  Available untreated, H3.1 treated and H3.2 

treated
•  Available un-primed, pre -primed and  

pre -coated
• A range of popular profiles kept in stock

MDF:
•  Available un-primed or pre -primed

NATIVE TIMBER MOULDINGS:
•  A range of legally sourced new and recycled 

native timber mouldings are available upon 
request

IMPORTED HARDWOOD TIMBER MOULDINGS:
•  We can source a range of responsibly sourced 

imported timber mouldings such as Cedar and 
Duralarch

CUSTOM MOULDINGS:
•  Decorative character
• Architectural modern

FSC® CoC cer t i f ied mouldings available upon request 
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PAINT 

DULUX® WASH&WEAR®

For a superior washable f inish, ensuring your 
interior walls look freshly painted for years.

The Dulux Wash&Wear formula ensures walls 
stay looking freshly painted for longer. Dulux 
has performed rigorous testing to optimise stain 
resistance, hiding power and toughness to create a 
product that can be relied upon every day. Dulux 
Wash&Wear 101 Barrier Technology creates a hard-
wearing, acrylic finish that allows you to wipe away 
common marks, scuffs and stains with a wet cloth.

• Exceptional washability
• Hard-wearing finish that lasts
• Low odour & low VOC at <16g/L tinted & untinted
• Withstands wear and tear
• Environmental Choice approved

APPLICATIONS: Residential / Commercial / Interior

APPLICATION: Brush, roller or spray application. Suitable for use 
on all interior walls including high traf f ic areas such as hallways 
and family rooms. Suitable for use on properly prepared and 
primed/ undercoated paper faced wallboard (Gib®), cement, 
brick, interior t imber, set plaster, f ibrous plaster, plaster glass, 
and previously painted surfaces. 

SHEENS: Mat t, Low Sheen, Semi  
Gloss and Gloss f inish available. 

COVERAGE: 16m2/L

DULUX® WASH&WEAR® +PLUS KITCHEN  
& BATHROOM

Made with the hard-wearing, stain and mark 
resistant 101 Barrier Technology, fortif ied with a 
powerful mould- inhibitor. This gives exceptional 
washability and lasting protection to rooms with 
damp and humid conditions such as kitchens, 
bathrooms and laundries.

Dulux Wash&Wear +PLUS 
Kitchen&Bathroom is available 
in a Low Sheen and Semi Gloss 
finish and a 10-year guarantee 
against mould growth*.

LEVENE® INTERIOR BROADWALL

Available only from PlaceMakers, Levene® Interior 
Broadwall is a hard-wearing, fast drying paint with 
low roller spatter and offers a crisp, clean finish for 
a modern look. It is easy to apply with great coverage 
and is tintable to Dulux® Colours of New Zealand®.

• Touch dry 30 minutes, recoat af ter 2 hours
• Hard-wearing
• Smooth finish

APPLICATION: Brush, roller or spray application. Suitable for 
use on plasterboard, t imber, bare set plaster, f ibrous plaster and 
plasterglass. See packaging for preparation details.

SHEENS: Low Sheen and  
Semi Gloss f inish available. 

COVERAGE: Up to 16m2/L

Low maintenance, Made in NZ,  
design f lexibil i ty.

SCAN HERE 
FOR MORE 
INFORMATION

SCAN HERE 
FOR MORE 
INFORMATION

SCAN HERE 
FOR MORE 
INFORMATION
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C77 

JACKS 
POINT 
C269

MUSKET 
BAY C178

LYTTELTON 
QUARTER 
128

ŌKĀRITO  
I1 / ES1

MANORBURN
DOUBLE  
127 / ES1

LYTTELTON 
DOUBLE 
E12

MANORBURN 
I26 / E9

MT ASPRING 
HALF  
112 / C160

Artwork — ‘Windmill Marathon’ by Meg Walters
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PLEASE NOTE
When choosing interior linings for your project it is your 
responsibility to ensure that you receive sign off from the 
local authorities to ensure that the product you choose is 
suitable. PlaceMakers excludes all liability and responsibility 
of the specification or application of the interior lining. 

As such the information in this catalogue is intended to 
provide general assistance to those interested in projects 
where wall or ceiling linings are required. Whilst care has 
been taken in providing the advice and recommendations 
in this catalogue, PlaceMakers takes no responsibility for 
the accuracy or completeness of it. PlaceMakers excludes 
all liability in relation to the statements and information 
provided in this catalogue and for any actions taken in 
reliance on this information.

Products featured in this catalogue may not be stocked in 
all stores but can easily be ordered in for you. Selected 
products may be an indent only order process which require 
a minimum eight-week lead time. Please note the colour, 
texture and finish of these products may differ slightly from 
that pictured. All photographic images are intended to 
provide a general impression only and we recommend you 
view a sample in store. As some photographs are sourced 
from overseas they may not reflect compliance with the 
NZBC in their application and as such should not be relied 
on. Please seek expert advice from your architect and 
relevant local authority. 

Manufacturers and Suppliers product and warranty 
information is also included in summary form in this 
catalogue. Please see Suppliers websites for further product 
warranty and performance information including installation 
and maintenance instructions. 

Image shown features  
The Brickery Original — San Selmo Reclaimed
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NORTHLAND 
KAITAIA 408 9020 
KERIKERI 407 4820 
MANGAWHAI 431 4236 
WHANGAREI  470 3970

AUCKLAND 
ALBANY 414 0900 
COOK ST 356 2899
MT WELLINGTON 570 8300 
NEW LYNN 825 0088
PAKURANGA 538 0200
PUKEKOHE 237 0020

SILVERDALE 424 9000
TAKANINI 268 2950
WAIHEKE ISLAND  372 0060 
WAIRAU PARK 444 5155
WARKWORTH 425 8444 
WESTGATE 815 6800

WAIKATO / BAY OF PLENTY 
CLARENCE ST  838 0716 
HUNTLY 828 2000 
MORRINSVILLE 889 8057 
MT MAUNGANUI 575 4009
ROTORUA 347 7023 

TAUPO 376 0220 
TE KUITI 878 8149 
TE RAPA  850 0190 
THAMES 868 0130 
WHAKATANE 306 0320
WHITIANGA 867 2000

CENTRAL NORTH ISLAND 
HAWERA 278 6013 
NAPIER 843 5816
HASTINGS 842 2925 
NEW PLYMOUTH 755 9040 
OHAKUNE 385 8414 

PALMERSTON NORTH 353 5777 
WANGANUI 349 1919

WELLINGTON 
EVANS BAY 387 8692 
HUTT CITY 568 5042 
KAIWHARAWHARA 472 1616 
KAPITI 296 1086 
LEVIN 366 0960 
MASTERTON 377 7504
PORIRUA 237 9189

UPPER SOUTH ISLAND
BLENHEIM 520 6030 

MOTUEKA 528 8164 
PORT NELSON 548 9069 
SAXTON RD 547 9111

CHRISTCHURCH 
CRANFORD STREET 375 4119
HORNBY 344 8950 
KAIAPOI 327 5860 
RICCARTON 348 2039

CANTERBURY 
ASHBURTON 308 9099 
TIMARU 687 4035 
TWIZEL 435 3133

SOUTHERN 

ALEXANDRA 440 0198 

CROMWELL 445 9202 

DUNEDIN 466 4617 

GORE 209 0055 

INVERCARGILL 211 0366 

MOSGIEL 466 4617 

OAMARU 433 0460 

QUEENSTOWN 450 9000 

TE ANAU 249 7774 

WANAKA 443 0080

Image shown features GB Masonry — Honed Blocks


